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File Name:

Project Name: Buena Vista Creek Channel Maintenance

Project Location: California State-wide

On-Road Vehicle Emissions Based on: Version  : Emfac2007 V2.3 Nov 1 2006

Off-Road Vehicle Emissions Based on: OFFROAD2007

Combined Summer Emissions Reports (Pounds/Day)

Urbemis 2007 Version 9.2.4

2013 TOTALS (lbs/day unmitigated) 0.05 0.22 0.85 0.00 0.00 0.01 0.01 0.00 0.01 0.01

ROG NOx CO SO2 PM10 Dust PM10 Exhaust PM10 PM2.5 Dust PM2.5 
Exhaust

PM2.5

CONSTRUCTION EMISSION ESTIMATES

Summary Report:
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2 Other Equipment (4 hp) operating at a 1 load factor for 4 hours per day

Off-Road Equipment:

Phase: Building Construction 4/1/2013 - 7/31/2013 - Channel Maintenance Activities

Phase Assumptions

Construction Unmitigated Detail Report:

CONSTRUCTION EMISSION ESTIMATES Summer Pounds Per Day, Unmitigated

ROG NOx CO SO2 PM10 Dust PM10 Exhaust PM10 PM2.5 Dust PM2.5 Exhaust PM2.5

Time Slice 4/1/2013-7/31/2013 
Active Days: 88

0.05 0.22 0.85 0.00 0.01 0.010.00 0.01 0.00 0.01

0.01Building 04/01/2013-07/31/2013 0.05 0.22 0.85 0.00 0.010.00 0.01 0.00 0.01

Building Worker Trips 0.02 0.04 0.70 0.00 0.00 0.00 0.01 0.00 0.00 0.00

Building Vendor Trips 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Building Off Road Diesel 0.03 0.18 0.15 0.00 0.00 0.01 0.01 0.00 0.01 0.01
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File Name:

Project Name: Buena Vista Creek Channel Maintenance

Project Location: California State-wide

On-Road Vehicle Emissions Based on: Version  : Emfac2007 V2.3 Nov 1 2006

Off-Road Vehicle Emissions Based on: OFFROAD2007

Combined Annual Emissions Reports (Tons/Year)

Urbemis 2007 Version 9.2.4

2013 TOTALS (tons/year unmitigated) 4.69

CO2

CONSTRUCTION EMISSION ESTIMATES

Summary Report:
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2 Other Equipment (4 hp) operating at a 1 load factor for 4 hours per day

Off-Road Equipment:

Phase: Building Construction 4/1/2013 - 7/31/2013 - Channel Maintenance Activities

Phase Assumptions

Construction Unmitigated Detail Report:

CONSTRUCTION EMISSION ESTIMATES Annual Tons Per Year, Unmitigated

CO2

2013 4.69

Building 04/01/2013-07/31/2013 4.69

Building Worker Trips 3.60

Building Vendor Trips 0.00

Building Off Road Diesel 1.09



BVC Channel Maintenance Project
CO2-to-CO2 Equivalent Factors

Source Units CO2 CH4 N2O CO2E/CO2
Global Warming Potential 1 21 310
Diesel Equipment 1 kg/gal 10.15 0.00058 0.00026 1.009
Passenger Vehicles 2 1.053

     Entity-Wide Greenhouse Gas Emissions , Version 3.1, Tables C.6 and C.7.

     Typical Passenger Vehicle  (EPA420-F-05-004), p. 4.
2.  US EPA, Office of Transportation and Air Quality. 2005. Greenhouse Gas Emissions from a 

1.  California Climate Action Registry. 2009. General Reporting Protocol: Reporting



BVC Channel Maintenance Project
GHG Emissions

CO2 CO2E
(tons/yr) (Mtons/yr)

Annual
Off-Road Diesel 1.09           1.00            
Worker Trips 3.60           3.44            
TOTAL 4.69           4.44            

BVC Channel Maintenance Project
CO2-to-CO2 Equivalent Factors

Source Units CO2 CH4 N2O CO2E/CO2
Global Warming Potential 1 21 310
Diesel Equipment 1 kg/gal 10.15 0.00058 0.00026 1.009
Passenger Vehicles 2 1.053

     Entity-Wide Greenhouse Gas Emissions , Version 3.1, Tables C.6 and C.7.

     Typical Passenger Vehicle  (EPA420-F-05-004), p. 4.

1.  California Climate Action Registry. 2009. General Reporting Protocol: Reporting

2.  US EPA, Office of Transportation and Air Quality. 2005. Greenhouse Gas Emissions from a 
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